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Features

Benefits

Winnipeg / Manitoba / Canada

Direct control of fuel delivery system with self-tuning feature
Integrated high energy direct-fire ignition system
Easy to use graphic set-up menus and datalogging using a laptop
User defined configuration tables
8 trigger inputs
15 sensor inputs to monitor and protect the engine
21 control outputs (can be used for functions such as
nitrous control, boost control, VVT, etc)
Wireless link for datalogging/tuning
Integrated GPS

Free updates/upgrades to software and controller
firmware for the life of the product

In-vehicle firmware update using laptop computer

Built for the racing environment to withstand heat,
vibration, dirt and water

Free direct technical support



The information contained in this document is subject to change without notice.

SPECIFICATIONS
INPUTS:

Temperature: 5 resistive temperature sensor inputs
Pressure: 4 analog inputs for pressure sensors
O2: 2 analog inputs for FJO wideband AFR systems or narrowband O2 sensors
Throttle position: 1 analog input forThrottle Position Sensor
Triggers: 8 digital inputs for “trigger” switches (enabled when grounded)
Speed: 4 digital inputs for speed sensors (pulsed inputs)
Crank angle: 1 digital input for crank angle sensor
Knock: 2 analog inputs for advanced knock sensing (frequency response is software tunable)
EGT: 2 analog inputs for Exhaust GasTemperature probes (standard K-type thermocouple)
Battery: 1 analog input for battery voltage monitoring

PWM: 4 pulse-width modulated outputs (rated for 2 amps; fully software configurable)
Tachometer: 1 tachometer output (12 volt pulse)
Monitor port: RS232 digital interface for in-car gauges
Laptop port: RS232 digital interface for PC/Laptop connection (configuration, monitoring, and datalogging)
Radio Modem port: RS232 digital interface to radio or satellite modem for wireless telemetry
Idle control: Stepper motor driver for idle control motor (fully software configurable)
Relay drivers: 16 relay driver outputs (fully software configurable)
Fuel: 4 fuel injector control outputs for up to 8 injectors
Ignition: 4 ignition control outputs for up to 8 cylinders
Status: 2 high-intensity LED status indicators

TEMPERATURE: -40 to +85 C [-40 to +185 F]
HUMIDITY: 0 to 100% RH (all weather-resistant construction)

341B: 260 mm x 152 mm x 44 mm [10.25” x 6.00” x 1.75”]
ICD4: 156 mm x 102 mm x 95 mm [6.13” x 4.00” x 3.75”]

341B: 1200 g [2.6 lbs]
ICD4: 2200 g [4.9 lbs]

THERMOCOUPLE SENSORS, FLUIDTEMPERATURE SENSORS,AIR TEMPERATURE SENSORS,AIR PRESSURE
SENSORS (MAP), FLUID PRESSURE SENSORS,WHEEL SPEED SENSORS, LINEAR RESPONSE KNOCK SENSOR,
BOOST CONTROL SOLENOIDVALVES, IDLE CONTROL MOTOR/MANIFOLD,TACHOMETER ADAPTER
DIGITAL DISPLAY: 2 ” Gauge - 3 digit LED and LED bar graph
WIRING HARNESS: available in various configurations ranging from kitted parts to complete assemblies
GPS: optional integrated GPS module

Power: 12 volt automotive power (9-18 volts)
OUTPUTS:

ENVIRONMENTAL:

DIMENSIONS:

WEIGHT:

ACCESSORIES

WARRANTY
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FJO Enterprises Inc. (FJO) warrants the material and workmanship of the equipment, components and parts
manufactured by FJO against defects under normal use and service.This warranty shall extend for six months from the
original date of purchase.
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